












ENGLISH - LEVEL 45 - RED

GUARDRAIL
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(1)  15/16 " RADIUS

1" x 2 1/2 " 

POST BOLT 

SLOT

 29/32 " x 1 1/8 " 

OR 3" SLOTS

AS

REQUIRED

OVAL SHOULDER SHALL BE OF ADEQUATE HEIGHT, 

LENGTH & SHAPE TO PREVENT TURNING DURING 

INSTALLATION OR REMOVAL OF BOLT.

 3/4 " x 2 1/2 " 

POST BOLT SLOT

 29/32 " x 1 1/8 " OR 3" 

SPLICE BOLT SLOT

NOTE: PORTIONS OF BEAM WITH UNUSED BOLT

      SLOTS TO BE LAPPED BEHIND.

STANDARD 13’-7"¨

GUARDRAIL

BEAM DETAILS SHOWING LOCATION OF

ADDITIONAL BOLT SLOTS NECESSARY

TO OBTAIN GUARDRAIL OFFSET.

 3/4 " x 2 1/2 " 

SLOTTED HOLE

 29/32 " x 1 1/8 " OR 3"

SLOTTED HOLE

BEAM SPLICE AT POST

TYPE A, B AND D GUARDRAIL

 

TRAFFIC

POST

DELINEATOR

REFLECTIVE SHEET

GUARDRAIL

BLOCK

POST

TOP OF BLOCK

DELINEATORS SHALL BE AFFIXED WITH 2" (MIN.) LONG X  1/4 " 

DIAMETER BOLTS OR SCREWS.  THE DIAMETER OF THE BOLT’S 

OR SCREW’S HEAD SHALL BE TWICE THE DIAMETER OF THE 

HOLE, WITH A MINIMUM OF  1/2 ".  WASHERS SHALL BE USED 

WITH THE BOLTS AND SHALL HAVE  1/2 " DIAMETER HOLES.

DELINEATORS ON NEW GUARDRAIL
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